


Denfit color and material
information

• We color the environment with our diversity of standard colors on our equipment

• We only use exclusive, high quality structured coating. 

• We have 16 standard colors from which 3 are special Sablé coatings with a metallic finish.

• Our coating process is a combination of hot (zinc) dipped galvanization – layer of epoxy 

primer and powdercoating (=C4) (Some parts cannot be hot zinc dipped galvanized due to

its shape or size) All our steel is cleaned by sand blasting.

• Optional we can do C5 protection.

• NOTE: Dark colors absorb more radiated heat from the sunlight while lighter colors reflect it.

• We only use high quality (stainless) steel and our stainless steel finish is ceramic pearled 

which is an exclusive matte finish. 

• Our bearings are mostly stainless steel.

• Our products contain as little as possible rotating parts.

• We do not use HPL or plastic parts or bearings.



Professional SportPoint

Any of our standard 16 colors for benches, inlayparts, posts and tops.

Posts are hot dipped galvanized steel, treated with epoxy primer and powder coated. 

Bars are ceramic pearled stainless steel. 

Tops, Bench and inlaypanel is steel, treated with epoxy primer and powder coated. 

The floors are hot dipped galvanized steel with a wet pour covering. 



UrbanGym/UrbanGymCombi

Posts can be in any of our 16 standard colors, uncoated (=hot dipped galvanized) or stainless

steel. Post are hot dipped galvanized steel, treated with epoxy primer and powder coated. Tops 

are ceramic pearled stainless steel and can be powder coated. Tubes are ceramic pearled

stainless steel. Black parts are steel, treated with epoxy primer and powder coated or hot 

dipped galvanized steel, treated with epoxy primer and powder coated. The floors are hot 

dipped galvanized steel with a wet pour covering. 



Nature Fitness

Our Nature Fitness line is made from irregular shaped 100% FSC© certified Robinia wood. 

The posts are 25-29 cm thick. Only the heartwood is being used. Tubes are stainless steel 

ceramic pearled. Grey parts are steel, treated with epoxy primer and powder coated or 

hot dipped galvanized steel, treated with epoxy primer and powder coated. 



Streetworkout/Obstacle
Trail/BasixFit

Any of our standard 16 colors for posts, caps and benches.

Posts are hot dipped galvanized, treated with epoxy primer and powder coated. Optional posts

can be uncoated or in stainless steel. Caps are stainless steel, treated with epoxy primer and 

powder coated. Bars are hot dipped galvanized and uncoated and can optionally be in 

stainless steel. Tops and Benches are steel, treated with epoxy primer and powder coated. 

Rings are stainless steel. 



Crosstraining

The frame can be in any of our 16 standard colors.

The frame is made of HEA profile in 16mm thick hot dipped galvanized, treated with epoxy 

primer and powder coated steel.

Tubes are of hot dipped galvanized steel or ceramic pearled stainless steel.

Magnetic Dumbells, core tube and rings are stainless steel ceramic pearled.



Fitpoint

Any of our standard 16 colors for tops, inlay parts and roof.

Posts are hot dipped galvanized steel, treated with epoxy primer and powdercoated. 

Tops, Benchparts, inlayparts, Twister, BalanceBoard, Step Up and Stepper are steel, treated with 

epoxy primer and powder coated. Bars are ceramic pearled stainless steel. 

Floor is hot dipped galvanized steel with aluminium checker plate, optional in wet pour 

covering.
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